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ATTRIBUTES 
’s 5 = Outstanding, 4 = Very Good, 3 = Good, 2 = Moderate, 1 = Poor 

Spring Green Up Brown Blight (Drechslera spp.) 
Fine Leaf Texture Brown Patch 
% Ground Coverage Pythium Blight 
Seedling Vigor Gray Leaf Spot 
Year-Round Density Red Thread 
Dark green color  
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BROAD ADAPTATION:  Revenge GLX is 
widely adapted and has outstanding 
performance in the Transition zone and North 
Central regions. 

COLD TOLERANCE:  Revenge GLX has 
reduced winterkill and excellent cold 
tolerance enhancing its performance 
throughout the northern United States or 
southern Canada.   

EXCELLENT SPRING GREEN-UP:  In addition 
to having great winter and cold tolerance, 
Revenge GLX comes out of the winter 
months ready to go with superb spring green-
up. 

SEEDLING VIGOR:  Revenge GLX is one of 
our fastest germinating ryegrasses with 
excellent seedling vigor to get a jump on the 
competition.   

OVERSEEDING:  Revenge GLX is a perfect 
choice when blended with other Jacklin 
ryegrasses for overseeding on dormant 
bermudagrass using rates of 10-30 lbs./1000 
sq.ft. 


